
Form OGC-la SUBMIT IN LICATE*

S (Other instructions on
reverse side)

RESOU
D O S, A MIÈ1 5. Lease Designation and Serial No.

6. If Indian, Allottee or Tribe Name /
g , C N FOR PERMIT LUG BACK 49

N/A 41 pe of Work
7. Unit Agreement Name yDRILL PLUG BACK

[¯]
g (b. Type e Well

Oil Gas Single Multiple 8. Farm or Lease Name
Well Well Other Zone Zone

2. Name of Operator

BUCKHORNPETROLEUMCOMPANY
3. Address of Operator

10. Field and Fool, or WildcatP.O. Box 5928 T.A. ; Denver, Colorado 80217
4. L ion Well (Rep9ort locat clearly and in accordance with any State requir .*

I 1984 s R lk.

At proposed prod. zone NW¼NE¼
Same as above DIVISION OF OIL Sec, 5-T378-R23E

14. Distance in miles and direction from nearest town or post office° GAS & MINING 12. County or Parrish 18. State

Approximately 4 miles SW of El a.ncl i n6, Utah gn Ã¤©.4 Utah
15. Distance from proposed* 16. No. of acres in lease 17. No. of 'äèiëš aisìžifëd

location to nearest to this well
onera tæd

.lie,ifany)

578' (5080') 1186.52 80
18. Distance from proposed location* 19. Proposed depth 20. Rotary or cable tools

to nearest well, drilling, completed,
or applied for, on this lease, ft. 6500' Rotary

21. Elevations (Show whether DF, RT, GR, etc.) 22. Approx. date work will start*

5817' GR May 5, 1984
23.

PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement
171" 16" Conductor 40'below GL Reclimix to Surface13 " 9 5/8" 36#,K55, ST&c ± 550'KB 300 s× 'B' (cire'd)
8 3/4" Sr" 15.5#,K-55,LT&c 6500' (TD) 375 sx H

Buckhorn Petroleum Co. proposes to drill an oil well to test the Ismay and Desert Greek
Formations as putlined above and on the attached iO-Point Plan of Ope13-Point Surface Use Plan which was submitted to the BIPI,

At this time we anticipate using Coleman Drilling Co. Rig #2,
Buckhorn respectfully requests this well be placed on a confidential status,
Surface damages haoe been negotiated with the surface owner, Mr. Eugene Guymon.
Buckhorn's representative on locathn will be Doug Bruner (mobile # 801-259-2010).

Copies of Designation of Operator from Duncan Exploration Company to Buckhorn are
enclosed.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new pro-
ductive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and rueasured and true vertical depths. Give blowout
preventer program, if any.

(This space for Federal or State office use)

Permit No........ ...... ....-..... . ................ Approval

ŸHE STATE";°;,",b,7;;;;;;;i-i;;;;
Ol L. GAS, AND 1N

DATE: / I
BY:*See Instructions On Reverse
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BUCKHORN PETROLEUM COMPANY
#2-5 Recapture Unit
NW NE Sec. 5-T37S-R23E U-30121
San Juan CountY, Utah 10-POINT PLAN OF OPERATIONS

1. The geologic name of the surface formation.

Tertiary Intrusives

2. The estimated tops of important geologic markers.

5817 GL Honaker Trail 3500'
5830 KB Ismay 6100'

esert Creek 6350'
Akah 6450'

TD 6500'

3. The estimated depths of anticipated water, oil, gas and mineral-bearing
formations.

Intermittent fresh water sands are expected from surface to approximately
350'. Interbedded shale and sand sections with little possibility of any
fluid-bearing zones will be encountered to approximately 6100'. Ismay
and Desert Creek have potential oil and gas. If any zones produce water,
they will be adequately protected and reported.

4. The proposed casing program.

Surface casing: 550' of 9 5/8", 36#, K-55, ST & C, new casing
set from 550' to surface.

Cement with 300 sxs Class "B"; circulate to surface.

Production casing: 6500' of 5 1/2",15.5#, LT & C, new casing set from
6500' (TD) to surface.

Cement with 375 sx Class 'H' cement containing 5% Cal-Seal and 12% salt.

5. The operator's minimum specifications for pressure control equipment.

A double gate hydraulic BOP, Shaffer type LWS,11", 3000 # WP (or equivalent)
with pipe rams and blind rams will be installed on the 9 5/8" casinghead.
Stack will be tested to 1000 psi prior to drilling under surface; and operational
checks will be made daily or on trips. Please see attached schematic diagram.

6. The type and characteristics of the proposed drilling fluid.

The surface hole (131") to 550' will be drilled with fresh water/circulated
reserve pit, 8.3-8.6 ppg, visc 30-35. After setting surface casing,
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out and drill ahead with water/native mud as above, using high viscosity
gel sweeps as needed to keep the hole clean. Mud-up will occur approximately
200' above the projected Ismay top; and the hole will be drilled to TD using
a low solids, non-dispersed polymer gel system, 8.9-9.1 ppg, visc 32-36, WL10-12.

7. The auxiliary equipment to be used.

a. A kelly cock will be used at all times.
b. -Drill pipe floats will be used.
c. A full opening stabbing valve will be on the 'floor at all times.
d. The mud system will be visually monitored.

8. The tesing, logging, and coring programs to be followed.
a. 1-60' core in Ismay (±6100')

1-30' core in Desert Creek (±6350')
b. Two possible tests: one in Ismay and one in Desert Creek
c. DIL/SFL/SP, Litho Density/CNL/GR, and BHC/GR will be run from base of

surface csg. to TD; HDT from approx. 4590' to TD.
d. Planned completion involves selectivity perforating approximately

12' in either Ismay or Desert Creek Formation. Treatment as follows:

BREAKDOWN:
To initially breakdown and test for production, acidize with 1,200 gallons
(100 gallons per foot) 28% HCL Acid containing 50 pounds FE-2 and 10

gallons FE-1A iron sequestering agents, 3 .gallons
LoSurf-259 surfactant,

1.5 gallons HC-2 fines suspending agent and 2 gallons HAI-60 corrosion
inhibitor per 1,000 gallons. For diversion inject 100% excess 7/8" RCN
Peripac Ball Sealers throughout acid. Treat via tubing below packer at
±3 BPM.

MAJOR STIMULATION:
If further stimulation is required acidize with 12,000 gallons (1,000
gallons per foot) 28% HCL Acid-containing 50 pounds FE-2 and 10 gallons
FE-1A iron sequestering agents, 6 gallons SGA-HT gelling agent, 3 gallons
LoSurf-259 surfactant, 1.5 gallons HC-2 fines suspending agent and 2
gallons HAI-60 corrosion inhibitor per 1,000 gallons. Treat via 2 7/8"
tubing below packer at ±6 BPM.

No additional surface disturbance will be required for this job.

9. Any abnormal pressures or temperatures expected.

No abnormal temperatures, pressures or potential hazards such as H2S have been
encountered in this area.

10. The anticipated starting date and duration of operations.

Projected spud date for this well is May 5, 1984, with completion of drilling
operations within 25 days. It is estimated that completion for production will
be accomplished in an additional 10-15
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Productive zones will be perforated , treated, and tested. Gas will be flared
during testing periods. Water produced during testing will be contained in the
temporary drilling reserve pit. All possible oil will be stored and sold.

Rodney D. Smith 4-6-84

Petroleum Engineer
BUCKHOR1¶ PETROLEUM COMPANY

BUCKBQRN PETROLEUM COMPANY
2-5 Recapture Unit

NW NE sec. 5-T375-R23E

San Juan County, Utah

RDS/bkp
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BUCKRORNPETROLELM CO. U-30121
# 2-5 Recapture Unit
NW NE Sec. 5-T37S-R23E
San Jaun County, Utah 13-POINT SUREACE USE PLAN

1. Existing Roads, A legible map showing:
A. Proposed well site as staked. Exhibits A,B, and C show the

Proposed well:SiŠe. Staked location is 578 FNL & 1924' FEL.
B. Route and distane from nearest town or locatable reference point

to where access road leaves main road.

From the middle of Blanding,Utah (corner of Main Street and Center
Street), go south on State Hwy 163 1.7 miles. Turn left on county
gravel road (A&M Propane corner), and go 1,2 miles to T intersection.
Turn right on graveled County Rd #206 and go 4.1 miles to bridge.
Continue on County Road # 206 2.7 miles. Turn left (north) on
graveled County Rd, #207 and go 4.1 miles to gate into private
property (red flagged gate). Follow (red flagged) existing access
road 1.0 miles to location. See Exhibit A.

C, Access road(s) to location color-coded or labeled.
Existing roads to be used for access to this location are colored
green. Upgraded access road (approx. one mile) is shown in red, See
Exhibit A.

D. If exploratory well, all existing roads within a two-mile radius of
well site.
All known existing roads within two miles of the proposed drill
site are shown on Exhibit 'A', San Juan County Road Department
(801-587-2231 Ext. 43) will be contacted before county road is used.

E. N A as this is an exploratory well.
F. Existing Road Maintenance or Improvement: Existing dirt road will

be maintained to surface management agency standards Class III i.e.;
crowned and ditched or dipped fran existing road to the location prior
to use for moving the drill rig on site.

2. Planned Access Route.
A. Route Location: See I B. above and EKhibit A.

The proposed access route was selected due to the existence of
the present access road and is the shortest distance to the well
site with safe and acceptable grades from the main connector road.
If the well is a producer, the road will be upgraded as followsi
1. Vidth: The average dirt width will be 30 feet. The average

traveled surface width will be 20 feet, Road construction will
be in accordance with the surface management agency BLM standards.

2. Maximum Grades: Grades will be kept to a minimum using all
available engineering techniques. We will construct safe and
passable grades that use existing topographic and surface geologic
conditions. Maximum grade of new access will be less than 6%.

3. Turnouts: Not required.
4. Ditching, crowning and drainage design: Prior to construction

of the new access road, the surface vegetation and topsoil will
be windrowed to each side of the alignment outside construction
limits. The subgrade surface will be minimum elevation of one
foòt above ditch grade. The road surface will be center
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and the insolpes will have a maximum slope of 3:1. Fill slopes
will be a maximum of 2:1,

5. Construction activity will cease when soils of road and well pad
surface become saturated to a depth of 3 (three) inches or more.
During the summer and periods of dry weather, dust will be abated
using water or other Resource Manager approved method.

6. Culvert Use, major outs and fills: There is a possibility of
installing a culvert under the road by the location, if deemed
necessary for drainage.

Maximum cut: Cuts will be to a minimum.
Maximum fill: Fill will be to a minimum.

7. Surfacing Materål: The proposed new access road will be constructed
using native materials.

8. Gates, Cattleguards, Fence Cuts:
Gates: One gate exists at County road into private land in Sec, 4,
Cattleguards: Cattleguard will be installed at above mentioned gate

-Fence Cuts: None
9. Access road on private surface has been flagged.

3. Location of Existing Wells.
The proposed well is a wildcate well, nearby wells include:
A. Water wells: N A
B, Abandoned wells: N A
C. Temporarily Abandoned Wells: N A
D. Disposal Wells: N/A
E. Producing Wells: N A
F. Shut-In: N/A
G. Injection Wells: N/A
H. Monitoring or Observation Wells: N/A

4. Location of Existing and/or Proposed Facilities and construction Methods
A. Existing facilities owned or controlled by Lessee/Operator within one

mile:
1. Tank batteries: N A
2. Producticnfacilities: N A
3, Oil gathering lines: N/A
4. Gas gathering lines: N/A
5. Injection lines: N A
6. Disposal lines: N/A

B. New facilities in the event of production:
1, New facilities may consist of a well head, storage tank,

production unit, meter house, all of which would remain within the
disturbed area,

2, All permanent facilities will be painted brown to blend in with
surrounding environment.

C. Construction Methods
1, Refer to Exhibits C and D for pad topography and cross sections,
2. All dead trees from chaining activities will be disposed of by

Buckhorn. Stumps will be buried or burned in reserve pit prior to
placement of drilling facilities. If any burning is done, Buckhorn
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will obtain a state burning permit and notify the San Juan County
Health Department 24 hours in advance, Any stump left in place
will be cut to a height not to exceed 12 inches, All slash less than
four inches or greater diameter will be removed. Buckhorn will
provide the dirt contractor with a copy of the surface use plan
prior to any surface disturbance.

3. Buckhorn will immediately notify the San Juan Resource Area
Manager of any and all cultural/historical resources discovered
as a result of operations under this permit. All activities will
be suspended in the area of any such object found and leave such
discoveries intact until told to proceed by San Juan Resource Area
Manager. Notice to proceed will be based upon evaluation of the
Cultural significance of the object. Evaluation of such object will
be conducted by a qualified professional selected by San Juan Resource
Area Manager from a federal agency where possible and practical. When
not practical, Buckhorn will follow the mitigation requirements set
forth by the San Juan Resource Area Manager concerning protection,
preservation or disposition of any sites or material discovered,

4. LandòOwnership: The planned site lies-on fee surface.
: The planned access road lies on fee surface (Approx,

i mile)
5. Construction of pad will be conducted as follows: Topsoil will be

stripped to a depth of 12 inches. Topsoil will then be stockpiled
on the northeast corner of the location and identified in scme
manner to avoid accidental waste or improper usage. Pits will be
constructed with solid materials native to site, Construction methods
will be employed to assure that no drainage flows are impounded and
to prevent the loss of any hydrocarbon from site. This will be done
in a manner to facilitate rapid recovery and clean-up operations.

6. Protective measures for wildlife and livestock:
Pits will be fenced on 3 (three sides) during drilling and on 4
(four sides) after completion to prevent entry of livestock or
wildlife in the following manner; four strand barbed wire with
metal post.

D. Plans for re-habilitation of disturbed areas no longer needed for
operations after construction and drilling completed.

1. Upon completion of well, areas required for continued use will be
graded to provide drainage and minimize erosion. Those areas
unnecessary for use will be graded to blend with the surrounding
topography. Topsoil will be replaced on those areas and seeded
according to the ELM standards. Landowner has requested restoration
be done in accordance with BLM standards.

5. Lopation and Type of Water Supply

A. The water will be obtained from a legal private source: City of
Blanding

B. Water transportation system: Water will be trucked to the location
over existing
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C. Water wells: N A

6. Source of Construction Materials

A. Materials: Construction materials will consist of soil encountered
within the boundaries,

B. Materials foreign to site: N/A
0, Refer to Exhibit A for access road detail. The access road will be

constructed of cut and fill material from the roadbed and area
inmediately adjacent thereto.

7. Methods of Handling Waste Disposal

A. Cuttings will be contained within the limits of the reserve pit.
B. Drilling fluids will be retained in the reserve pit.
C, Produced fluids: No substantial amount of produced water is

anticipated. The amount of fluid hydrocarbons that may be produced
while treating will be retained in the reserve pit. Prior to cleanup
operations, the hydrocarbons will be skimmed or removed as the situation
dictates.

D. Sewage: Sanitary facilities will consist of at least one chemical
toilet and after completion of operations, the sewage will be removed
and disposed of by subcontractor and hauled by truck to a sanitary
land-fill.

E. Garbage: The small amount of refuse will be contained in a trash
cage until operations are completed and then will be disposed of at a
legal and environmentally safe location.

F. Clean up of well site: After drilling, the surface of the drill pad
will be cleaned and graded to accommodate a completion rig. The
mouse hole and rat hole will be backfilled to prevent injury and
hazard to livestock and personnel. Reserve pit will be fenced until
dry and then will be backfilled using native materials except topsoil,
and contoured to natural terrain.

8. Ancillary Facilities

A. N A

9. Well Site Layout
A. Refer to Exhibits

1. Location of pits: Exhibits C and D
2, Rig Orientation: Exhibits C and E

10. Plans for Restoration of Surface

A. The San Juan Resource Area Manager will be notified at least 48 hours
prior to commencing reclamation work.

B. Reserve Pit Clean-Up: The pit will be fenced on three sides prior
to rig release and maintained until clean-up, Prior to backfill
operations, any hydrocarbon material on pit surface will be removed.
The fluids contained in the pit shall be allowed to evaporate and
then the pit shall be backfilled with solid excavated from the site
(excluding any topsoil removed during construction). The
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surface of the reserve pit will be contoured to prevent impoundment of
drainage flows. The gradient of the surface will be maintained to
prevent sudden acceleration of drainage flows which could cause continued
erosion of the surface. Following backfill completion, topsoil removed
from the disturbed areas will be replaced in a uniform layer over
surface. The reserve pit will be seeded per the landowner's request,

C, Restoration plans if production is developed: The reserve pit will
be backfilled and restored as described in B. In addition, those
disturbed areas not required for production facilities will be contoured
to approximate original topography. Buckhorn will upgrade and
maintain access roads as necessary to prevent soil erosion and accomodate
year-round traffic. Topsoil will then be placed on those areas of pad
not needed for operation, ripped or disked and seeded, per BUS standards.

Buckhorn will use certified seed. Seedbed will be prepared by disking
or ripping following natural contours. Seed will be drilled on contour
at depth no greater than ¼ inch. In areas that cannot be drilled,
we will broadcast at a double the seeding rate and harrow the seed
into the soil. Seeding will be completed after September i and prior
to prolonged ground frost, Perennial v.egetation will be established.
Buckhorn will perform any additional work necessary in the event of
seeding failures.

Following final improvement and surfacing of that portion of new access
road, the topsoil windrowed to each side of the alignment will be placed
on cut slopes.

D. Restoration plans if no production is developed: The reserve pit will
be backfilled and restored as described in E. Access road and location
will be restored to approximate the original contours. During the
reclamation of site, fill material will be pushed into cuts and up
over backs10pe. No water trapping depressions will be left. Topsoil
will be distributed evenly over location and seeded according to the
method, manner and type described in C,

E. Private surface restoration: The landowner, Eugene Guymon, has requested
restoration to be in accordance with ELM standards,

11. Other Information
A. Surface Description: The topography is relatively sloping, with a

fairly steep drainage (Recapture Creek) west of the location. Vegetation
includes crested wheatgrass, wild sunflower, and fourwing saltbush.

B. Other Surface-Use Activities: The predominant surface use if grazing
C. Proximity of Water, Swelling and Historical Sites:

1, Water: Recapture Creek approx. 1 mile west.
2, Occipied Swellings: None within one(1) mile.
3, Historical Sites: Cliff Swellings located along county Road

(Sec. 13-T37S-R22E), The landowner, Eugene Guymon, has requested
that no archaeological survey be performed for this location and
access road.

12. Lessee's or Operator's Representative
Mr. Rod D. Smith, Petroleus Engineer
BUCKHORNPETROLEDM00. (1625 Broadway, Ste, 1200,
P.O. Báx 5928.T.A. Dome Tower)
Denver, Colorado 80217
Office Phone: 303 825-4771 (24hr. answering service)
Home Phone: 303 278-2323
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Mr. Alex Nash, Jr. , Manager of Operations
BUCKRORNPEI'ROLEDM CO,
P.O. Box 5928 T.A. (1625 Broadway,Ste.,1200,
Denver, Colarado 80217 Dome Tower )

Office Phone: 303/825-4771 (24 hr. answering service)
Home Phone: 303/741-3353

U-30121
Surface Use Plan

13. Certification
I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; and that I am familiar
with the conditions that presently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and, that the
work associated with the operations proposed herein will be performed by
Buckhorn Petroleum Co, and its contractors and subcontractors in conformity
with this plan and the conditions under which it is approved.

April 6, 1984
Date Rod D. Smith

Petroleum Engineer

RDS/bkp
4-6-84
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Exhibit C
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Perm 5-1123 (Buhrnit in tripÎienteto appropriatei (nov.Dec. 1957

Regional Oil and Gas or Mining Superriaor)

DESIGNATION OF OPERATOR

The undersigned is, on the records of the Bureau of I.and Management, holder of lease

DisTaler I.no OFFICE: Salt Lake City
SERIAL NO.: U- 30 12 1

and hereby designates

NAut: Buckhorn Petroleum
ÀDDRESs: P. O. Box 5928 T.A.

Denver, CO 80217
as his operator and local agent, with full authority to act in his behalf in complying with the terms of the lease
and regulations applicable thereto and on whom the supervisor or his representative may serve written or oral
instructions in securing compliance with the Operating Regulations with respect to (describeacreage to which
this designationis applicable):

Township 37 South, Range 23 East S.L.M.
Section 5: Lot 2 (NW/4NE/4) .

containing 39.24 acres, more or less
San Juan County, Utah

It is understood that this designationof operator does not relieve the lessee of responsibility for compliance
with the terms of the lease and the Operating Regulations. It is also understood that this designation of
operator does not constitute an assignment of any interest in the lease.

In case of defaulton the part of the designatedoperator, the lesseewill make full and promptcompliance
with all regulations, leaseterms, or orders of the Secretary of the Interior or his representative.

The lessee agrees promptlyto notify the supervisor of any change in the designated operator.

DUNCAN EXPLORATION COMPANY

Raymond T. Duncan
1777 S. Harrison St., Penthouse One

......¾ .T.9.h...?.l.>.1984 Denver CO 80210
(NW (Addrosa)

e. s sovruerer emma ornec
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OPERATOR DATE J~
WELLNAME p/

SEC T 'S 3 R 23 COUNTY r2 &

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

I \" |
PROCE ING COMMENTS:

APPROVALLETTER:

SPACING: A-3
UNIT '

c-3-a
CAUSE NO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELLNAMEANDLOCATIONI

AUTHENTICATELEASE ANDOPERATORI

l VERIFY ADEQUATEANDPROPERBONDIN

'ÁUTHENTICATEIF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACING CONSIDERATION

ORDER

UNIT

c-3-b

c-3-c

CHECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWELLS.

IF POTASHDESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.





BucMxra Petroleum Company
well No. Recapture #2-5
Aprî 17, 19&
Page 2

5. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to tid.s well is 43-037-31003.

Sincerely,

R. J. Firth
Associate Director, 011 & Gas

RJF/as

ec: Branch of Fluid Minerals



DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATION

NAFEOFCOFPANY: BUCKHORNPETROLEUMCOMPANY

WELLNAPE: RECAPTURE 2-5

SECTIONNWNE5 TOWNSHIP 37s RANGE 23 E COUNTYSAN JUAN

DRILLINGCONTRACTORCOLEMAN

RIG# 2

SPÐDED:DATE 5-1-84

IIME 1:00 AM

BOW Rotary

ÛRILLINGWILLCOWlENCE

REPORTEDBY Doug Bruner

IELEPHONEÑ

DATE 5-2-84 SIGNED



4 REC'oMDOAPR11 1984
Form 9-SÒ10 SUBMIT IN TR E* Form approved.

.(Ivay 1963) (Other instructions on Budget Bureau No. 42-R1425.
UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-30121

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

N/Ala. TYPE OF WORK

DRILL DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPEOFWELL rgSpft (Proposed)
OW

LL
VAESLL

OTHER
NNGLE MUNLTIPLE

M EASE NAME

2. NAME OF OPERATOR
ecapture Unit

9. 2WELL NO.

P.O. Box 5928 T.A.: Denver, Colorado 80217 10. FIELD AND POOL, OR WILDCAT

4. CATr œOF WELL (Report location clearly and in accordance with any State requirements.*)
Wildcat/Ismay .

578 ' FNL 1924 FEL 11. SEC., T., R., M., OR BLK.
AND SURVEY OE AREA

At proposed prod. zone NÚ¼NE#
Same as above DIVISíONOF - Section 5-T37S-R23E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approximately 4 miles SE of Blanding, Utah San Juan i Utah10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LËASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST TO THÏS WELLPROPEETY OR LEASE LINE,FT. ;(Also to nearest drlg. unit line, if any) 578 (5080') 1186.52 An18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
on arruED FOR, ON THIS LEASE, FT. 6500 ' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5817' GL est. 5830' KB May 5, 19AÀ23.
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMgNT

171" 16" Conductor 40'below GL Redimix to surface
13#" _ _9_ 5/8" 36#,K-55,ST&C ±550'KB 300 SX 'B' (cir'd)
8 3/4" 5 1/2" 15.5#,K-55,LT&C 6500' (TD) 375 SX 'H'

Buckhorn Petroleum Co. proposes to drill an oil well to test the Desert Creek and
Ismay formation as outlined above and in the attached 10-Point Plan of Operations
and 13-Point Surface Use Plan.

At this time we anticipate using Coleman Drilling Co. Rig#2.
Buckhorn respectfully requests this well to be placed on a confidential status.
Surface damages have been negotiated with the surface owner, Mr. Eugene Guymon.
Buckhorn is bonded for operations on BLM lands nationwide by Hartford Accident &

Indemnity Gompany #441609.
Copies of Designation of Operator from Duncan Exploration Company to Buckhorn are

enclosed.

E SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
progr

TITLE PetrOleum Engineer osom 4-fi-A4
Rodney D. Sinith

ce for Federal or State of ce use)

A TITLE DATE 2 7 APR1984
C APPROVAL, IF ANY :

IG OR VENTINGOF CONDITIONS OF APPROVAL ATTACHEDUBJECT TO NTL4-A
\TED1/1/80 UNIT OBLIGATIONWELLFOR PROPOSED



SEC. 5_. , I J¯rs
, R.23E. OF THE SLM U-30121

S89046'W 52BO.O' (GLO) BAS/S OF BE RING

1 1924"BUCKHORN PETROLEUM CORR O-
2 - 5 REGARTURE UNIT
NWI/4 NEI/4, SEC.5,73TS.,R.25E
SAN JUAN COUNTY, UTAH

GD. ELEV. 38/7' O

SCALE
soo ooo'

-LEGEND

© STANDARD LOCATION OF
@LO SECTION GOWNER@

LO CORNERS FOUNOo
o o

O Û WELL LOCAffDN STAMED.

O
REFERENCE DOCUMENTS

/9/£ GLO PLAT

BLANDING, UTAH
GUADRANGLE, USGS

ses•er'« seri.wa'ret.o>

THIS WELL LOCATION PLAT WAS PREPARED FOR BUC HORN RETROLEUM
TO LOCATE THE 2-5 RECAPTURE UN/T 578' Eg L.a
IP24' ELL. IN THE NW I/4]Œ__l/4, OF SECTION ,T37S.,R.23F

OF THE SLM SAN e/UAN COUNTY, UTAH

LAND

SURVEYOR'S CER TI FI CATE

i, LARRY D. BECKER A REGISTERED LAND SURVEYOR IN
THE STATE OF UTAH DO HEREBY CERTIFY THAT THIS
SURVEY WAS MADE UNDER MY DIREGT SUPERVISION
AND THAT THIS P T REP SE S D URVEY.

sunvrvro se 84 ENERGY SGAL.E i '= SOOO
715 HORIZON ORIVE,SUITE 330

SURVEYS &DRAWN 323 84 GRANO JUNCTION, CO ffl5Oi .IOS NO.ENGINEERING CORP. (sos; 245--- rear
GNEGKED

y



Buckhorn Petroleum Com
Well No. 2-5
Sec. 5, T. 37 S., R. 2 E. pér1MDOAPP20 1984
San Juan County, Utah
Lease U-30121

STIPULATIONS

1. Construction

For the protection of cultural resources, the laydown will be
to the east and the reserve pit will be on the north. There
is to be no disturbance nor construction downhill of a line
120' south of the center stake.

2. Production

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain 1½
times the storage capacity of the battery.

All loading lines will be placed inside the berm surrounding
the tank battery.

All site security guidelines identified in
43 CFR 3162.7 regulations will be adhered to.

All off-lease storage, off-lease measurement, or commingling
on-lease or off-lease will have prior written approval from
the District Manager.

All product lines entering and leaving hydrocarbon storage
tanks will be effectively sealed.

Gas meter runs for each well will be located within 500 feet
of the wellhead. The gas flowline will be buried from the
wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed
and/or fenced.

The oil and gas measurement facilities will be installed on
the well location. The oil and gas meters will be calibrated
in place prior to any deliveries. Tests for meter accuracy
will be conducted monthly for the first three months on new
meter installations and at least quarterly thereafter. The
San Juan Area Manager will be provided with a date and time
for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be
submitted to the Moab District Office. All meter measurement
facilities will conform with the API standards for liquid
hydrocarbons and the AGAstandard for natural gas



3. Methods of Handling Waste Disposal

Produced waste water will be confined to a unlined pit for a
period not to exceed 90 days after initial production. During
the 90 day period an application for approval of a permanent
disposal method and location, along with the required water
analysis, will be submitted for the District Manager's approval.
Failure to file an application within the time allowed will
be considered an incident of noncompliance, and will be grounds
for issuing a shut-in order.

4. Other Information

There will be no change from the proposed drilling and/or
workover program without prior approval from the District
Manager. Safe drilling and operating practices must be used.
All wells, whether drilling, producing, suspended, or abandoned
will be identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be
filed for approval for all changes of plans and other operations
in accordance with 43 CFR 3164.

This permit will be valid for a period of one year from the
date of approval. After permit termination a new application
will be filed for approval for any future operations.

Your contact with the District Office is: Bob Graff

Office Phone: 801-259-6111

Address: P.O. Box 970, Moab, UT 84532

Resource Area Manager"s address and contacts:

Address: P.O. Box 7, Monticello, UT 84535

Your contact is: Brian Wood

Office Phone: 801-587-2201

Home Phone:



CityofBlantling
50 WEST 1ST SOUTH STREET

POST OFFICE BOX 68
BLANDING. UTAH 84511

(801)678-2791

April 27, 1984

Mr. Mark Page
Area Engineer
Southeastern Utah Area
Utah State Engineers Office
P. O. Box 718
Price, Utah 84501

Dear Mr. Page:

The City of Blanding has contracted the sale of
20,000 barrels of water (840,000 gallons) to Buckhorn Petroleum
for use in their drilling a well known as 2-5 Recapture in
Section 5, Township 37 South, Range 25 East, Salt Lake Base and
Meridian, Unah.

The water will be taken from either Blanding City
REservoir No. 3 or Reservoir No. 4 by Buckhorn Petroleum or
their contractor.

ry truly ÿours,

'
Francis D. Nielson
City Administrator

CC: Utah State Division of
Oil, Gas and Mining

Buckhorn Petroleur

RECEfVED ·

DIVISION OEDIL
GAS &



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES Temple A. Reynolds, Executive Director
Water Rights Dee C. Hansen, State Engineer

1636 West North Temple • Salt Lake City, UT84116 • 801-533-607111a

y 11, 19 8 4

La Sal Trucking Inc..
P.O. Box 879
Moab, UT 84532

Dear Applicant: RE: TEMPORAEY APPLICATION
NUMBER 09-1354 (T59842)

Enclosed is a copy of the above numbered approved Temporary
Application. This is your authority to construct your works and to
divert the water for the uses described.

While this approved application does give you our permission
to divert and use water, it does not grant easements through public ·

or private lands in order to gain access to the source nor to conveythe water to the place of use, nor does this approval eliminate theneed for such other permits as may be required by this Division or
any other agency in implementing your diversion.

This application will expire June 30, 1984, and it is expected
that no diversion or use of the water will be done after that date
unless another proposal has been made an approved.

Your contact with this office, should you need it is with the
Area Engineer, Mark Page. e telephone nandoer is (801)637-1303.

Yours truly,

Dee C. Hansen, P. E.
State Engineer

DCH:Slm

Enclosure

an equal opportunity employer · please recycle





Page No. 2
EXPLANATORY

The following additional facts are set forth in order to define more clearly the full purpose of the pro-
posed application:

Water will be pumped from recapture creek into water trucks.
Trucks will then haul water to Buckhorn Petroleum Corporations

drilling site Well 2-5 White Mesa. Water will be used for drilling . L

exploration. Drill site will be located at NW NE Sec5 Range 37E

Township 23E

(Use page 4 if additional explanatory is needed.)
The quantity of water sought to be appropriated is limited to that which

can be beneficially used for the purpose herein described

Signatur Applicant*

*If applicant is a corporation or other organization, signature must be the name of such corporation or organization
by its proper officer, or in the name of the partnership by one of the partners, and the names of the other partners shall
be listed. If a corporation or partnership, the affidavit below need not be filled in. If there is more than one applicant,
a power of attorney, authorizing one to act for all, should accompany the Application.

DECLARATION OF CITIZENSHIP
STATE OF UTAH,
County of.......... G.K..4D.Ô.........""

On the ..............l.9................. .. Aay of .. .... .P. . .Ë.................. ..............................., 19.... .. , personally appeared before me, a
notary public for the State of Utah, the above applicant who, on oath, declared that he is a citizen of the United States,
or has declared his intention to become such a citizen.

My commission expires: 1 2 -6 -19 8



FEES FOR APPLICATIONS TO APPROPRIATE WATER IN UTAH
Flow rate - c.f.s. Cost

0.0 to 0.1
..........................................$ 15.00

over 0.1 to 0.5 .......................................... 30.00
over 0.5 to 1.0 .......................................... 45.00
over -1.0 to 15.0 .......................................... 45.00 plus $7.50 for each cfs above the first cubic
over 15.0 .......................................... 150.00 foot per second.

Storage - acre-feet

0 to 20 ........................................ 22.50
over 20 to 500 ........................................ 45.00
over 500 to 7500 ........................................ 45.00 plus $7.50for each 500 a.f. above the first
over 7500 ........................................ 150.00 500 acre feet.

(This section is not to be filled in by applicant)

STATE ENGINEER'S ENDORSEMENTS

1. ÂNN-.4.NÑÊ....Application received r in State Engineer's office by ............

2. ............................ Priority of Application brought down to, on account of .................... ..

3. . . . . . . pp ication e . , cei by . :.......... Re . ...

4. ............................ Application microfilmed by ............................................ Roll No. ................. ....

5. .'f.:.A.S.T.S.¶........Indexed by R......................... . ......................... Platted by .......................

6. .. . . ......... Application examined by ..4 .........

7. .......... .... ............ Application returned, .............................. or corrected by office ........

8. . ... . . .... rrected Application resubmitted ovebryc
ter to State Engineer's office.

9. ........................... plicati n a d fo a ertisement by ..................................................

10. ............................ Notice to water users prepared by .......

11. ............................ Publication began; was completed .....

Notice published in ........

12. ............................ Proof slips checked by .......

13. ............................ Application protested by .....................
. ..........................................

14. ............................ Publisher paid by M.E.V. No. ....... ....... .. ............

15. ..... ...................... Hearing held by .......

16. ............................ Field examination by ........ .. . ..........

17. .É: ......... Application designated for '

18. . . . ......... Application copied or photostated by .?

n................ proofread by .........

5/11. 84 approved
19. ........... .............. Application rejescent
20. Conditions:

This Application is approved, subject to prior rights, as follows:

a. Actual construction work shall be diligently prosecuted to completion.

b. Proof of Appropriation shall be submitted to the State Engineer's office by ..gR

c. .....TEMPOlgg. RPROY .

r..EXPTRES ne ..30 _198 L.........

Dee C. Hansen, P. E, ,
State Engineer

21. ............................ Time for making Proof of Appropriation extended to . ......

22. ............................ Proof of Appropriation submitted.

23. ............................ Certificate of Appropriation, No. .............. ................, issued

TEMPORARY Application No....



E'O MDOTW 03 1984Foqp 9-331
Form Approved.Dec. 1973 Budget Bureau No. 42-RJ424UNITED STATES 5. LEASE

DEPARTMENT OF THE INTERIOR
. U-30121

GEOLOGICAL SURVEY . 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different Ent'ROM IT Ìreservoir. Use Form 9-331-C for such proposais-)

8. FARM OR LEASE NAME
Recapture Unit1. oil gas

,well well other 9. WELL NO.
2. NAME OF OPERATOR 2-5

Buckhorn Petroleum Company 10. FIELD OR WILDCATNAME
3. ADDRESS OF OPERATOR Wilcicat/Ismay

P.O. Box 59-28 T.A., Denver, CO 80217 11. SEC., T., R., M., OR BLK. AND SURVEYOR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY.See space 17 AREA NW/4 NE/4

below.) Sec 5 T375 R23E
AT SURFACE: 578' FNL & 1924' FEL 12. COUNTYORPARISH) 13. STATEAT TOP PROD. INTERVAL° Same ^

San Juan UtahAT TOTAL DEPTH: Same
14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR AÀPROVAL TO: SUSSEQUENEREPORT OF:
TEST WATER SHUT-OFF O O i
FRACTURE TREAT ¤ 0 RECEIVEDSHOOT OR ACIDIZE
REPAIR WELL O O (NOTE: Report results of multiple completion or zonePULL OR ALTER CASING O O MAY1 6 m ·change on Forrn 9-330.)
MULTIPLE COMPLETE SA
CHANGE ZONES O O
ABANDON' O O DIVISIONOF oli(other) Nati ce of sanc3 GAS & MINING
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations andmeasured and true vettical depths for all markers and zones pertinent to this work.)*

Well was spud @ 1:00 a.m. 5-1-84. Current Progress: Drilling 13-1/2" surface
hole.

Subsurface Safety Valve: M , a Set @ Ft.

18. I he by the th g g i true and correct

MPANF /Â TITLE Mangger-OverationS DATE MaV i r

(This space for Federal or State office use)

APPROVED BY 0;GCEPTED
TITLE DATECONDITIONS OF APPROVAL IF ANY:

*See instructions on Reverse



Form 9-331 Fo m Approved.

Dec. 1973 ,
B etgureau No. 42-R1424

UNITED STATES
DEPARTMENT OF THE INTERIOR n-w al

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-3314 for such proposals.) 8. FARM OR LEASENAME

1. oil gas RenaPfnTe Unit
well Ë well other 9. WELL NO.

2. NAME OF OPERATOR HARPER OIL COMPANY, Successor 2-5

bv Merger to Buckborn Petrn'lenm Company 10.FIELDORWILDCATNAME
3. ADDRESS OF OPERATOR . Wildcat/Ismay
P. O. Box 5928 T.A., Denver, CO 80217 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec 5 T37S R23E
AT SURFACE: 578' FNL & 1924' FEL 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Same San Juan Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
5830' KB

TEST WATER SHUT-OFF O O
FRACTURE TREAT O O
SHOOT OR ACIDIZE
REPAIR WELL O O (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-3303

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* O O
(other) Report of Opentions

17. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Please see attached recaps of drilling activity from 5-1-84 to 5-11-84.

RECENED

MAY2 1 1984

DIVISiON OF OiL

Subsurface Safet Valve: Manu. ype
MINING

18. I her a re mg is true and correct

SIGNED TITLE Manager-OperationsnATE May 14 1984
A. shr Jr.

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONOITIONS OF APPROVAL IF ANY:

•See instructions on Reverse



UTAH - EXPLORATORY WELL

HARPER OIL #2-5 RECAPTURE UNIT CONTRACTOR - COLEMAN RIG #2

SPUD NW NE SEC. 5-T37S-R23E SAN JUAN CTY, UTAH _PTD 6500'
AFE 30061-24 ISMAY/DESERT CREEK HARPER INT. - 60% WI
WHITE MESA ÞROSPECT N-18
04-30-84 MOVING IN COLEMAN RIG #2. ANTICIPATED SPUD .LATE THIS

AFTERNOON.
05-01-84 133', DRLG, MADE 93'. 24 HR. BREAKDOWN: 19 HRS. RD - MIRU ON

2-5 RECAPTURE; 5 HRS. DRLG SURF. MW 8.3, VIS 45. BIT #1,
13-3/4", SECURITY, S3 (15-15-0) IN @ 50', OUT @ 68', MADE 17' IN

2 HRS. 8-1/2'lHR. SN RERUN. BIT #2, 12-1/4", STC, F3 (15-15-0)

IN & 58', OUT & 133', MADE 65' IN 3 HRS. 21.6'lHR. SN RERUN.

WOB TOM, RPM 120, 700 psi PMP PR, SPM 60, GPM 305. BHA - BIT

SUS, 3 DC's. LENGTH 93.25'. SPUD WELL @ 1:00 A.M. 5-1-84.

05-02-84 533', DRLG, MADE 400'. 24 HR. BREAKDOWN: 1-3/4 HRS. SRVYS;
17-1/4 HRS. DRLG; 2-1/4 HRS. REAMING; 2-3/4 HRS. TRIPS. SRVYS:
1/4 DEG @ 93', 1/2 DEG & 243', 1-1/2 DEG 399'. MW 8.3+, VIS
42. BIT #2, 13-3/4", SECURITY, S3 (15-15-0) IN & 133', OUT @
376', MADE 243' IN 7-1/2 HRS. 32.3'lHR. CONDITION T 5, B 6, G
I. SN RERUN. BIT 43, 13-3/4", HTC, OSC3 (15-15-0) IN & 376',
OUT @ 423', MADE 47' IN 1 HR. 47'lHR. CONDITION T 5, B 4, G O.
SN RERUN. BIT #4, 13-3/4", SECURITY, S3, (15-15-0) IN @ 423',
MADE 110' IN 3-1/4 HRS. 33.8'/HR. SN RERUN. WOB 20M, RPM 100,
1400 psi PMP PR ON PUMPS 41 AND 2, SPM 60, GPM 620. BHA - BIT

SUB, 16 - 6-1/4" DCs. LENGTH 490.96'.

05-03-84 870', DRLG, MADE 337'. 24 HR. BREAKDOWN: 6-1/4 HRS. DRLG; 1/2

HR. CIRC FOR CSG; 1 HR. TOOH; 2 HRS. RUN CSGi 1 HR. CMTG) 4 HRS.

WOC; 3 HRS. CUT OFF AND WELD ON HEAD, TESTED TO 1000#; 4 HRS. NU,
TEST RAMCSG AND MANIFOLD TO 1000#; 2 HRS. DRL CMT; 1/4 HR. SRVY.
SRVY: 2 DEG @ 555'; 1-1/4 DEG @ 741'. MW 8.3. BIT #4, 13-3/4"

SECURITY, S3 (15-15-0) IN @ 423', OUT & 555', MADE 132' IN 3-3/4

HRS. 35.2'/HR. CONDITION T 4, B 4, G 1. SN RERUN. BIT 45,
8-3/4", STC, F27 010-10-0) IN G 555', MADE 315' IN 5-3/4 HRS.
54.7'lHR. SN HJ4007. WOB 30M#, RPM 70, 1700 psi PMP PR, SPM 98.
BHA - BIT, BIT SUB, SHOCK TOOLS; 21 - 6-1/4" DCs, 5 JTS, WEIGHT
PIPE. LENGTH 801.01'.
RAN 14 JTS. 9-5/8", 36#, K-55 CSG, TALLY 554.95', SA 552'. CMTD
WITH 500 SXS CLASS "B" WITH 2% CaCI AND 1/4# FLOCELE. CMT CIRC

TO SURF.

05-04-84 2519', DRLG, MADE 1649'. 24 HR. BREAKDOWN: 22-3/4 HRS. DRLG;

1/4 HR. RIG SERVICE; 1 HR..SURVEYS: 1 DEG @ 1048', 3/4 DEG @

1548', 1-3/4 DEG & 2057'. DRLG WIWTA. SIT #5, 8-3/4", STC, F27
(10-10-0) IN & 555', MADE 1964' IN 28-1/2 HRS. 69'/HR. SN

HJ4007. WOB 35M#, RPM 70, 1700 psi PMP PR, SÞM 98, GPM 243. BHA
- SAME, 801.01'.

05-05-84 3278', DRLG, MADE 759" . 24 HR. BREAKDOWN: 23-1/4 HRS. DRLG; 1/4

HR. RIG SERVICE; 1/2 HR. SURVEYS; 1-1/4 DEG @ 2544', 1/2 DEG @

3037'. DRLG WIWTR. MW 8.4. BIT #5, 8-3/4", STC, F-27 (10-10-0)

IN & 555', MADE 2723' IN 51-3/4 HRS. 52.6'lHR. SN HJ4007. WOB

40M, RPM 70, 1700 psi PMP PR, SPM 98, GPM 243. BHA - SAME,



UTAH - EXPLORATORY WELL PAGE -2-

ARPER OIL #2-5 RECAPTURE UNIT CONTRACTOR - COLEMAN RIG #2

SPUD NW NE SEC. 5-T3.7S-R23E SAN JUAN CTY, UTAH PTD 6500'

FE 30061-24 ISMAYlDESERT CREEK HARPER INT. - 60% Wi

HITE MESA PROSPECT N-18

5-06-84 3884', PMP LCM, MADE 616' 24 HR. BREAKDOWN: 22-1/4 HRS. DRLG;

1/4 HR. RIG SERVlCE; \/2 HR. SURVEY; 1 DEG & 3533'; i HR. PUMP LCM.

DRLG WIWTR. MW 8.3+. BIT #5, 8-3/4", STC, F-27 (10-10-0) IN &

555', MADE 3329' 1N 74 HRS. 44.9'IHR. SN HJ4007. WOB 40M, RPM

70, 1700 psi PMP PR, SPM 98, GPM 243. BHA - SAME, 801.01'.

05-07-84 4400', DMLG, MADE 5-16'. 24 HR. BREAKDOWN: 19-3/4 HRS. DRLG; 1/4

HR. RIG SERVICE; 3-1/2 HRS. SRVY AND TFB #6, 1/2 HR. WASH AND REAM

30' TO BTM. SRVY: 1 DEG & 4040'. DRLG W/WTR. MW 8.3. BIT #5,

8-3/4", STC, F-27 (10-10-0) IN & 555', OUT & 4040', MADE 3485' IN

80-1/4 HRS. 43'lHR. CONDITION: T 5, B 2, G l. SN HJ4007. BIT

#6, 8-3/4", SECURITY, SS6F (10-10-0) IN & 4040', MADE 360' 1N 14

HRS. 25'lHR. SN 187349. WOB 40M, RPM 70, 1700 psi PMP PR, SPM

98, GPM 243. BHA - SAME, 801.01'.

05-08-84 4900', TRIP FOR PR LOSS, MADE 500'. 24 HR. BREAKDOWN: 22-1/4

HRS. DRLG; 1/4 HR. RIG SERVICE; 1/2 HR. SRVY; 1 HR. TRIP FOR PR

LOSS. SRVY: 1-1/2 DEG & 4530'. DRLG WIWTR. MW 8.3. B1T 46,

8-3/4", SECURITY, S86F, (10-10-0) IN @ 4040', MADE 860' IN 36-1/4

HRS. 23.7'lHR. SN 187349. WOB 45M, RPM 70. BHA - SAME,

801.01'.

05-09-84 5207', DRLG, MADE 307'. 24 HR. BREAKDOWN: 11-1/2 HRS. DRLG; 12

HRS. TRIP FOR PR LOSS AND LARGER JETS; 1/2 HR. WASH AND REAM TO

BTM (70'). SRVY: 1-3/4 DEG & 5007'. DRLG WIWTR. MW 5.3. BIT

#6, 8-3/4", SECURITY, SS6F, 1 10-10-0) IN @ 4040', OUT @ 4900',

MADE 860' IN 36-1/4 HRS. 23.7'lHR. SN 187349. BIT #7, 8-3/4",

STC, F3 (10-10-0) IN & 4900', OUT @ 5007', MADE 102' IN 3-1/2

HRS. 49.1'lHR. CONDITION: T 2, B 2, G I. SN RERUN. B1T #8,

8-3/4", STC, F3 (12-12-0) IN @ 5007', MADE 200' IN 8 HRS.

25'IHR. SN RERUN. WOB 40M, RPM 70, PMP #2 1450 psi, SPM 55.

BHA - BIT, JUNK BASKET, SHOCK SUB, 21 DCs, 5 JTS WP. LENGTH

803.06'.

05-10-84 5665', DRLG, MADE 458'. 24 HR. BREAKDOWN: 23 HRS. DRLG; 1/2 HR.

SRVY; 1/2 HR. WORK ON AIR LINES. SRVY: 1-1/2 DEG @ 5501'. DRLG

WIWTR. MW 8.3. BIT #8, 8-3/4", STC, F3 (10-10-0) IN @ 5007',

MADE 658' IN 30-3/4 HRS. 21.3'IHR. SN RERUN. WOB 45M, RPM 70,

1450 psi PMP PR, SPM 55. BHA - SAME, 802.06'.

05-11-84 5930', DRLG, MADE 265'. 24 HR. extANDOWN: 15-1/4 HRS. DRLG; 1/4

HR. RIG SERVICE;.4-1/4 HRS. TRIP FOR HOLE IN DP; 4-1/4 HRS. WORK

ON PUMP. MW 8.7, VIS 31, WL N/C, pH 9, FC 2/32, CL 500, CA 80,

PV 5, YP 1, GEL -, Snd TR, SOL 2%. B1T #8, 8-3/4", STC, F3

(12-13-0) IN & 5007', MADE 923' IN 50-1/4 HRS. 18.3'/HR. SN

RERUN. WOB 45M#, RPM 65, 1450 psi PMP PR, SPM 55, GPM 277. BHA

- SAME, 803.06'. 5846-58' 4 UNITS - 41 UNITS BGG; 5892-94' 4

UNITS TO 24 UNITS
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DEPARTMENT OF THE INTERIOR e

GEOLOGICAL SURVEY U-3012i
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

WELLCOMPLETION OR RECOMPLETIONREPORTAND LOG *
-

la. TYPE OF WELL:- ---01EL - -GAES
O e 7. UNIT AGREEMENT NAME

k TYPE OF COMPLETION:

EL
OVEEK -

Other A. FARM OR.LEASE NAME

2. NAME OF OPERATon Recapture UnitHARPER OIL COMPANY Successor by Merger to 9. WELL NO.
Spr¾hnrn Petrol enm Canpany

3. ADDRESS OF.. OPERATOR
_ _ 2-5

10. FIELD AND POOL, DE WILDCAT
PO Rox 597A T A Denver, CO 80217

4. LOCATION OF WELL (Report location clearly and in gccordance with any ßtate requiremente)*
Wildcat/Ismay

at surtaee 578 ' FNL & 1924' FEL 1L=SE
., T., R., M., OR BLOCK AND SURVEY

At top prod. Interval reported below Same C Se

25

T37S 3E
At total depth Same

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

O 4-/7-84 n Juan Utah
16. DATE STUDDED 16. DATE T.D. BEACHED 17. DATE COMPL. (Ready ‡o prod.) 18. ELEVATIONS (DF, RKB, BT, GR ETC.)* . 19. ELEV. CASINGHEAD

5-19-84
5-1-84 5-18-84 P&A - Dry Hol e 5830 ' KB ---

20. TOTAL DErix, xD a TVD 21. PLUG, BACK T.D., xD a Tvn 2 . IF MUI,TIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOL.S
HOW MKNT* DRILLED BY -

6643' N/A N/A O - 6643' ---

24. PaoDI'CING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTog, NAMÉ (MD AND TVD) 25. WAS DIRECTIONAL
SURVEY MADE

N/A
Deviation

26. TIPE ELECTalC AND OTHER LOGS RUN 27. WAs wELL CORED

Dipmeter, GR, DIL, LD-CNL, Sonic w/GR yes
29. CASING RECORD (Report «Il strings set in scell)

SINO S1ZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIEE CEMENTING RECORD AMOUNT PULLED

9-5/8" 36# K-55 ST& ' 552' 12-1/4" 500 sx C1 "B" + Additive ---

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

N/A N/A

31. PERFORATÍON RECOED (Interval, Bize and Ettutb€r) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

N/A
DEPTH INTERVAL (MD) AMOUNT ÁND KIND OF MATERIAL DSED

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoin9; 0 a liff, 9 "spin9-size and type of ptimp) WELL STATUS (Prodtteing or

shut-in)
N/A N/A P & A'd

DATE OF TEST | HOURS TESTED CHOKE SIZE PROD'N. FOR OIIr-BBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO
TEST PERIOD

N/A I N/A N/A 3 i N/A N/A N/A N/A
FLOW. TUEING PRESS. CASING PRESSURE CALCULATED DIL--BBL. GAS--MCE. WATER-BBL. OIL GRATITI-API (CORR.)

24-ROPE RATE

N/A N/A N/A N A N A N/A
34. DISPOSITIONAF GAS (ßold, used for fuel, ©¢n‡od, €$0.) TEST ITNESSED BY

N/A I N/A
36. LIST OF ATTACHMENTS

36. I hereby cer th for in nd ttached information is complete and correct as determined from all available records .-

SIGNED TITLE Mana<Ter - Ora†inOS DATE NÍAV 21 1984

*(SeeInstructionsand SpacesforAdditional Data on Reverse





Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No. 42-RJ424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR n-30121

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-3314 for such proposals.) 8. FARM OR LEASENAME

1. il gas Recapture Unit
well O weg O other Dry Hole 9. WELL NO.

2. NAME OF OPERATOR HARPER OIL COMPANY, Successor #2-5

by Merger to Buckhorn Petroleum Company 10. FIELDOR WILDCAT NAME

3. ADDRESS OF OPERATOR - ye yee /Ts y
P.O. Box 5928 T.A. , Denver, CO 80217 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Sec 5 T37S R23E
AT SURFACE: 578' FNL & 1924' FEL 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: Same San Juan Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOVVDF, KDB, AND WD)

5830 ' KB
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF O O
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL O O more ne ort resorts of must i.comp etion or zon.
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONEs O O
ABANDON· O Ð
(other) Report of P & A

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was plugged on 5-19-84 after verbal orders to plug were received by Doug Bruner
from Bob Graff of the Moab B.L.M. office.

6200' - 6555' - 135 sx Cl "B" cement
5800' - 5900' - 50 sx cement
2170' - 2270' - 60 sx cement
452' - 652' - 85 sx cement ACCEPTED BY THE STATE .

50' - 120' - 25 sx cement UTAH DIVISION OF
GAS AN MlWNG

Subsurface Safety Valve· n A yPP Ft.

18. I here t tt ing is true and correct

IGNED -

' TITLEManager-OperatinflS DATE Mav 23 . 1984
Nh.TT

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL IF ANY:

•See instructions on Reverse



STATEOF UTAH Normon H. Bongerter. Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dionne R. Nielson. Ph.D., Dividon Director

355 W. North Temple • 3 Triad Center • Suite 350 - Salt Loke City UT84180-1203 • 801-538-5340

March 12, 1985

Harper Oil Company
PO Box 5928 TA
Denver, Colorado 80217

Gentlemen:

Re: Well No. Recapture Unit #2-5 - Sec. 5, T. 27S., R. 23E
San Juan County, Utah - API #43-047-31003

According to our records a "Well Completion Report" filed with
this office May 21, 1984 on the above referred to well indicates the
following electrîc logs were run: Dipmeter, GR, DIL, LD-CNL, and
Sonic w/GR. This office has not yet received these logs.

Please take care of this matter as soon as possible, but not
later than April 12, 1985.

Your cooperation in this matter is appreciated.

Sincerely,

Pam M. Kenna
Well Records Specialist

cc: Dianne R. Nielson
Ronald 3. Firth
John R. Baza
File

01233/4

on equol opportunity
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